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IdemitsuIdemitsu IsoIsopparaffinicaraffinic SolventSolvent

ＩＰＩＰ SOLVENTSOLVENT
TMTM

ＩＰＩＰ CLEANCLEAN
TMTM
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NaphthaNaphtha

What is What is ““Idemitsu Idemitsu IsoIsopparaffinicaraffinic SolventSolvent”” ??
Idemitsu Idemitsu IsoIsopparafarafffinicinic SolventSolvent are highly purified solvent.are highly purified solvent.

A)A) CapacityCapacity
40,000 t 40,000 t ／／yy ・・・・ No.1 in Asia No.1 in Asia ／／ No.3 in the worldNo.3 in the world

B)B) GradesGrades
General Grade General Grade : : IP SOLVENTIP SOLVENTTMTM 1016, 1620, 2028, 28351016, 1620, 2028, 2835
Advanced GradeAdvanced Grade : : IP CLEANIP CLEANTMTM LX, HXLX, HX

C)C) Process Process 
OligomerizationOligomerization of isobutene of isobutene ・・・・ Idemitsu TechnologyIdemitsu Technology

CrackingCracking Raffinate

(isobutene)

Raffinate

(isobutene)

→ Oligomerization
→ Distillation
→ Hydrogenation

→ Oligomerization
→ Distillation
→ Hydrogenation

IP SOLVENT

IP CLEAN

IP SOLVENTIP SOLVENT

IP CLEANIP CLEAN
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１）１） Highly purified isoparaffineHighly purified isoparaffine

ＩＩＰＰ SOLVENTSOLVENTTMTM : Characteristics: Characteristics

Results of Content of Aromatics

ITEMS  IP 1620  IP 2028 TEST method

 Aromatics
ppm Ave. 30 Ave. 40 HPLC

２） Low OdorLow Odor
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Test Method UNIT １０１６ １６２０ ２０２８ ２８３５

Visual － Clear&Bri ght Clear&Bri ght Clear&Bri ght Clear&Bri ght

ASTM D 1209 － ＜  5 ＜  5 ＜  5 ＜  5
ASTM D 4052 g/cm3 0.70～0.74 0.761 0.789 0.82
ASTM D 56 ℃ -12 － － －
ASTM D 93 ℃ － 49 86 139

IBP 73 166 213 277
50% 110 180 233 316
EP 140 202 262 353

ASTM D 446 mm2/s 0.601 1.28 2.64 12.7
ASTM D 97 ℃ ＜  -70 ＜  -70 ＜  -70 ＜  -60
ASTM D 6304 mass ppm 40 40 40 40
ASTM D 611 ℃ 72 81 89 104
ASTM D 1133 － 32 30 28 25

－ － 7.7 7.2 7.0 6.2

ASTM Ｄ 86 ℃

Kinematic Visocity
（37.8℃）

Appearance
Color（APHA）
Density（15℃）

Flash Point（TAG）

Solubility Parameter

Flash Point（PM）

ITEMS

Pour Point
Water Cont.
Aniline Point

KB value

Distillation
Temp.

ＩＰＩＰ SOLVENTSOLVENTTMTM : Typical Properties: Typical Properties
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ＩＰＩＰ CLEANCLEANTMTM : Characteristics: Characteristics

IP CLEANTM has the characteristic of the isoparaffinic solvent

which IP SOLVENTTM has, and is an advanceｄ grade

with the following charasteristics.

IP CLEANIP CLEANTMTM has the characteristic of the isoparaffinic solvent

which IP SOLVENTIP SOLVENTTMTM has, and is an advanceadvanceｄｄ gradegrade

with the following charasteristics.

Narrow-distillation range
● Good Drying property

● Good Distillation recoverability

Eco-friendly
● Low Odor
● Low  Aroma  content

NarrowNarrow--distillation rangedistillation range
● Good Drying propertyGood Drying property

● Good Distillation recoverabilityGood Distillation recoverability

EcoEco--friendlyfriendly
● LowLow OdorOdor
● Low  Aroma  contentLow  Aroma  content
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ITEMS
Test
Method

UNIT
IP CLEAN
ＬＸ

IP  SOLVENT

1 6 2 0

IP CLEAN
ＨＸ

IP  SOLVENT

20 2 8

Visual － Clear&Bri ght Cle ar&B r igh t Cl ear&Bright Cle ar&B r igh t

ASTM D 1209 － ＜ 5 ＜ 5 ＜ 5 ＜ 5

ASTM D 4052 g/cm
3 0.756 0 .761 0.791 0 .789

ASTM D 93  ℃ 48 49 84 86

IBP 172 166 211 213

Distillation Temp. 50% 178 180 244 233

EP 190 202 256 262

ASTM D 446  mm2/s 1 .37 1 .28 2 .65 2 .64

UOP 495-75 mass ppm ＜ 10 ＜ 50 ＜ 10 ＜ 50

ASTM D 2710 mg/100g ＜ 10 ＜ 500 ＜ 10 ＜ 500

ASTM D 3120 mass ppm ＜ 1 ＜ 1 ＜ 1 ＜ 1

ASML D 5808 mass ppm ＜ 1 ＜ 1 ＜ 1 ＜ 1

ASTM D 6304 mass ppm ＜ 10 40 ＜ 10 40

ASTM D 611 ℃ 86 81 89 89

Sulfur Cont.
Chlorine Cont.
Water Cont.

An iline Point

℃

Kinemat ic  Viscosi ty
（37 .8℃）

Aroma Cont.
Bromine Index

ASTM Ｄ 86

Appearance
Color(APHA)

Density(15℃)

Flash Point（PM）

ＩＩＰＰ CLEANCLEANTMTM : Typical Properties : Typical Properties 

As compared with IP SOLVENT, As compared with IP SOLVENT, 
the characteristicsthe characteristics of of IP CLEANIP CLEANTMTM are  are  low aroma contentlow aroma content

and  and  low bromine indexlow bromine index
TM TM

TMTM
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IdemitsuIdemitsu IsoParaffinic IsoParaffinic SolventSolvent : Applications: Applications
Fields Applications Points Recommendation

Metal Clean ing
Metal parts
LCD

Compatibility
Drying speed
No rusting , Safety

IP1016 ,1620 ,2028
IP Clean LX,HX

Pesticide
Weed Killer
Aerosol
White ants insecticide

Compatibility
Safety
Low odor

IP2028
IP Clean HX

Painting
Low odor paints for wood,
furniture & indoor building
Metal paste

Low odor
Safety

IP1620
IP Clean LX

Silicone
Cosmet ics

 (hair  t reatment, cleansing oil)
Coating of glass

Compatibility
Safety
Low odor

IP1620,2028
IP Clean LX,HX

Fragrance
Cars
Household

Low odor
Safety

IP1620,2028
IP Clean LX,HX

Wax
Cleaner

Cars
Household

Compatibility
Safety , Low odor
Low solubility

IP1620,2028
IP Clean LX,HX

Antioxides Disperant of antioxides
Compatibility
Safety

IP1620
IP Clean LX

Peroxides
Dispersant of organic
peroxides for LDPE

Compatibility
Safety

IP1620
IP Clean LX
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InquiriesInquiries

IdemitsuIdemitsu KosanKosan CoCo.,.,LtdLtd.
PerformancePerformance ChemicalsChemicals DepartmentDepartment
SOLVENTsSOLVENTs SectionSection （（TolueneToluene，，XyleneXylene，，MEKMEK，，ii--ParaffinParaffin))

11--11，，MarunouchiMarunouchi 33--Chome, ChiyodaChome, Chiyoda--kuku，，TokyoTokyo，，100100--83218321，，JapanJapan
Tel:Tel: ＋＋8181--33--32133213--36213621,    ,    Fax:Fax:＋＋8181--33--52215221--95839583




